
Standards and
Approvals

EN 420:2003 +
A1:2009

EN 388:2016

3111X

EN 388:2003

4111

EN 374-1:2016/
Type B

JKOPT

EN 374-5:2016

1,5

EN 1186

114.0640

Work Gloves

Fully dipped, nitrile coating with knitted wrist

• Durable.
• Oil resistant.
• Good anatomical fit.
• 3-4 times longer life-span than equivalent vinyl/PVC
gloves.

Suitable for:
Versatile use in petrochemical | Automotive | Engineering industries | Food industry.

Waterproof Oil Repellent

CATEGORY:

All-round Gloves

Liquid proof gloves

Chemical-resistant gloves

INDUSTRY:

Building and Construction

STANDARDS AND
APPROVALS:

EN 420:2003 + A1:2009

EN 1186

EN 388:2003

EN 388:2016

EN 374:2016

CE Cat.III

PROTECTION AND
RESISTANCE:

Abrasion Resistant

Waterproof

Oil Repellent

PRODUCT DETAILS

Liner material : Interlock

Coating material : Nitrile

Coating type : Fully coated

Grip design : Sandy

Grip : Dry

Glove fit : Normal fit

Size : 11

Length : 24 cm

Thickness : 0,8 mm

Color : Blue

PACKING / TRANSPORT

Sales Units Per Bundle: 10

Sales Units Per Outer Case: 120
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