
Standards and
Approvals

EN 420:2003 +
A1:2009

EN
388:2016+A1:2

018

4X43DP

EN 374-1:2016/
Type A

AJKOPT

EN 374-5:2016

1.5

115.9011

Impact and Chemical Protective Gloves

Typhoon® fibre liner

• Typhoon® cut level D liner provides 360° protection.
• Nitrile coating provides wide range of chemical protection.
• Outstanding palm grip to handle slippery and/or oily objects.
• Powerful impact protective details on back of hand.
• Wide cuff and glove length is 39 cm.

Suitable for:
Work on drill floors on oil rigs when in contact with oil mud, other lubricants and
chemicals.

Cut Resistant Extra long High visibility Impact Protection Waterproof Oil Repellent

CATEGORY:

Cut Resistant Gloves

Liquid proof gloves

Chemical-resistant gloves

Impact Resistant Gloves

INDUSTRY:

Agriculture

Building and Construction

Chemical

Janitorial

Maintenance

Oil, Gas and Mining

STANDARDS AND
APPROVALS:

EN 420:2003 + A1:2009

EN 374:2016

EN 388:2016+A1:2018

CE Cat.III

PROTECTION AND
RESISTANCE:

Abrasion Resistant

Chemical Protection

Cut Resistant

Impact Protection

Waterproof

Oil Repellent

Puncture Resistant

Tear Resistant

FEATURES AND
PROPERTIES:

Extra long

High visibility
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PRODUCT DETAILS

Material : Nitrile

Liner material : Typhoon®

Lining type : Fully lined

Grip design : Raised diamond

Grip : Dry, Wet, Oil

Glove fit : Loose fit

Size : 8 | 9 | 10 | 11

Length : 39 cm

Thickness : 1.55 mm

Color : Green

PACKING / TRANSPORT

Sales Units Per Bundle: 6

Sales Units Per Outer Case: 36


